


the case from the chamber.

For Lynx Rifles, safety is paramount. Firing 
a rifle releases an enormous amount of 
energy, which has to be released in a con-
trolled and safe manner.

From a design perspective, our straight pull 
action has been simplified to mechanical 
perfection. The entire locking action has 
only seven components. This simplified 
construction allows us to concentrate on 
what truly matters: using only the best pos-
sible raw materials, highest quality surface 
treatments, build quality and adherence to 
very strict measurement tolerances.

The bolt, the action body and the locking 
piece – are manufactured from a chromium 
molybdenum alloy. They are treated to the 
exact hardness required and manufactured 
to very strict tolerances. This results in our 
rifles being very strong, safe and durable.

First impressions – just as Lynx Rifles – are 
built to last.

When you hold our rifle for the first time, 
you will immediately sense its strength 
and reliability. You will see the attention to 
detail and the build quality on every com-
ponent of the rifle. You will experience how 
smooth and incredibly fast our straight pull 
action is to operate.

What makes a Lynx Rifle so unique?

At the heart of our rifles is the Lynx Cross-
Bolt straight pull system. It is the safest and 
strongest straight pull action on the market, 
praised by reviewers and loved by hunters 
around the globe for its silky smooth and 
fast operation, strength, reliability and 
accuracy.

The key to the Lynx CrossBolt straight pull 
action is the cocking handle. It performs 
a total of five different actions: it opens 
and closes the locking piece, which crosses 
through the bolt into the receiver on both 
sides. When opening the bolt, the han-
dle cocks the firing pin and locks it back 
during reloading. In addition, the cocking 
handle provides extra force for removing 

The Lynx CrossBolt 
straight pull system





Whenever you shoot - whether to hunt 
or at the shooting range - you want to hit 
your target. You need precision. You want 
reliability. Lynx Rifles are recognized and 
appreciated for offering superior accuracy – 
consistently and reliably.

Among the key features effecting accuracy 
on a rifle are the barrel and its fitting to 
the action. We use Lothar Walther barrels 
manufactured in Germany using only the 
highest quality materials and very strict 
manufacturing tolerances.

The barrel is fixed onto the massive, rigid 
action body with a meticulously crafted 
thread with its rear end resting against a 
solid level base built into the receiver. The 
barrel is always free floating on our rifles.

When you shoot a Lynx Rifles, you will 
experience superior accuracy. You will have 
confidence from knowing you are able to 
hit your target, consistently and reliably, 
shot after shot.

Don’t settle for anything less.

Accuracy





Our rifles have a three position safety. The 
front position allows firing the weapon. For 
further visual confirmation of the rifle being 
ready to fire, a red dot is visible inside the 
groove behind the safety lever.

The middle position prevents firing the 
weapon, but the cocking handle can still 
be operated and unfired cartridges can be 
safely removed from the chamber. The rear 
position locks the cocking handle.

Ultimately, operating a rifle is all about 
the shot. When you fire a Lynx Rifles, you 
will experience the smooth, crisp and very 
precise trigger, which we are known and 
praised for.

Lynx Rifles manufactures its own trigger 
groups. The design geometry, raw materials 
used, attention to detail in surface treatment 
and very strict measurement tolerances lead 
to the very precise feel.

You are able to adjust the trigger to suit 
your personal preferences. The trigger place-
ment has an adjustment range of 15 mm 
and the trigger pull weight can be adjusted 
from 800 to 1200 grams. The adjustments 
are simple to do on the field and you won’t 
need the assistance of a professional gun 
smith to perform them.

Lynx Rifles have a very secure safety 
mechanism. It disconnects the sear from 
the trigger and the sear locks the firing pin. 
This is true safety - should the weapon be 
accidentally dropped, it will not fire.

Trigger and safety





When operating Lynx Rifles, you will 
have confidence from knowing our design 
ensures a reliable and consistent operation, 
shot after shot and year after year.

Our weapons have a controlled feed of car-
tridges. The cartridge is directed by the edg-
es of the magazine until the bullet is within 
the chamber. This ensures the cartridge can 
not twist to any direction during the feed.

The bottom side of our bolt has two 
grooves. The lips of the magazine fit into 
these grooves allowing the bolt to travel 
partially inside the magazine during the 
feeding phase. This ensures a consistent and 
reliable connection of the bolt and the case 
of the next unfired cartridge. In combina-
tion with the controlled feed, the mecha-
nism ensures a reliable and consistend feed 
of cartridges, shot after shot.

Controlled feed



Lynx Rifles offer you a variety of mounting 
options for rifle scopes.

All of our lock action bodies are supplied 
with a Tikka rail for mounting scopes. 
The action bodies also have a set of screw 
holes facilitating easy installation of various 
quick release mounts, such as EAW Pivot 
Mounts.* 

Picatinny rails are available as an optional 
accessory.

* Please note that packing the TD15 model into the small carrying case 

requires the use of pivot mounts.

Mounting options for 
rifle scopes



Our flagship rifles have an 
ingenious construction: a middle 
block, made of  7075 Alumini-
um alloy, holds the barreled ac-
tion and stock set independently. 
The butt stock can be removed 
with one screw allowing the rifle 
to fit inside a shorter gun case.

A very precise bedding ensures 
the barreled action has an 
extremely stable and consistent 
fitting. The stock sets have inde-
pendent attachments onto the 
middle block, which ensures any 
movement of the stock will have 
no effect on the impact point.

These rifles are available with 
synthetic or walnut stocks with 
blued or stainless steel metal 
finishing.

Lynx TD15 series
takedown rifles



Technical Specifications

Availability of certain options and technical specifications may vary according to individual markets. 
Specifications are subject to change without prior notice.

Standard calibers

Made to order calibers, group 2 
(increase in delivery time, price 
remains same)

Made to order calibers, group 3 
(increase in price and delivery 
time)

Caliber / Twist

.308 Winchester / 12”

.30-06 Springfield / 10”
6,5x55 SE / 9”
7x64 Brenneke / 9”
9,3x62 Mauser / 14”

6,5x47 Lapua / 8”
.270 Winchester / 10”
.338 Federal / 10”
.375 Ruger / 12”

.22-250 Remington / 14”
7 x 57 / 9”
.243 Winchester / 10”
8x57 IS / 9”

Barrell length 
(mm)
570
570
570
570
557

570
570
557
557

570
570
570
570

Total length 
(mm)
1100
1110
1110
1110
1095

1100
1110
1085
1097

1100
1100
1100
1100

Action length Medium, Long
Weight 3.9 kg
Sights Without or open, Tikka-rail for scope
Trigger Single set, adjustable weight 800 - 1200 g
Magazine Detachable, capacity 3 as standard, 5 optional 

(.375 Ruger: standard 2 rounds, optional 4 rounds)
Stock Synthetic or high grade walnut, removable butt stock



The Light Hunter model is a 
light-weight rifle with a long 
high grade walnut stock. It is de-
signed for driven hunts, stalking 
and other situations requiring 
fast loading and accuracy. 

The traditional hunting stock is 
made from high grade walnut. 
The metal finishing options are 
blued or stainless steel.

Both right and left handed ver-
sion of this model are available.

Lynx Light Hunter
light weight hunting 

rifle



Technical Specifications

Availability of certain options and technical specifications may vary according to individual markets. 
Specifications are subject to change without prior notice.

Standard calibers

Made to order calibers, group 2 
(increase in delivery time, price 
remains same)

Made to order calibers, group 3 
(increase in price and delivery 
time)

Caliber / Twist

.308 Winchester / 12”

.30-06 Springfield / 10”
6,5x55 SE / 9”
7x64 Brenneke / 9”
9,3x62 Mauser / 14”

6,5x47 Lapua / 8”
.270 Winchester / 10”
.338 Federal / 10”
.375 Ruger / 12”

.22-250 Remington / 14”
7 x 57 / 9”
.243 Winchester / 10”
8x57 IS / 9”

Barrell Length 
(mm)
570
570
570
570
557

570
570
557
557

570
570
570
570

Total Length 
(mm)
1100
1110
1110 
1110 
1095

1100
1110
1085
1097

1100
1100
1100
1100

Action length Medium, Long
Weight 3.6 kg
Sights Without or open, Tikka-rail for scope
Trigger Single set, adjustable weight 800 - 1200 g
Magazine Detachable, capacity 3 as standard, 5 optional 

(.375 Ruger: standard 2 rounds, optional 4 rounds)
Stock High grade walnut



The Lynx English is a lightweight 
rifle with a low profile, straight 
high grade walnut stock.

Metal finishing options are blued 
or stainless steel. Both right and 
left handed versions of this rifle 
are available.

The Lynx English is also available 
with our small action length.

Lynx English
light weight hunting 

rifle



Technical Specifications

Availability of certain options and technical specifications may vary according to individual markets. 
Specifications are subject to change without prior notice.

Standard calibers

Made to order calibers, group 2 
(increase in delivery time, price 
remains same)

Made to order calibers, group 3 
(increase in price and delivery 
time)

Caliber / Twist

.308 Winchester / 12”

.30-06 Springfield / 10”
6,5x55 SE / 9”
7x64 Brenneke / 9”
9,3x62 Mauser / 14”

6,5x47 Lapua / 8”
.270 Winchester / 10”
.338 Federal / 10”
.375 Ruger / 12”

.222 Remington / 10”

.223 Remington / 9”

.22-250 Remington / 14”
7 x 57 / 9”
.243 Winchester / 10”
8x57 IS / 9”

Barrell Length 
(mm)
570
570
570
570
557

570
570
557
557

550
550
570
570
570
570

Total Length 
(mm)
1100
1110
1110
1110
1095

1100
1110
1085
1097

1060
1060
1100
1100
1100
1100

Action length Short, Medium, Long
Weight 3.0 - 3.6 kg
Sights Without or open, Tikka-rail for scope
Trigger Single set, adjustable weight 800 - 1200 g
Magazine Detachable, capacity 3 as standard, 5 optional (.375 Ruger: standard 2 

rounds, optional 4 rounds, .222/.223: standard 5, optional 11)
Stock High grade walnut



The Lynx Target is designed 
for sport shooting and running 
target competitions. 

It features a laminated stock 
in various design patterns, a 
pistol grip with a thumbhole, an 
adjustable cheek piece and two 
UIT-rails. Both right and left 
handed versions of this rifle are 
available.

Lynx Target
sport shooting rifle



Technical Specifications

Availability of certain options and technical specifications may vary according to individual markets. 
Specifications are subject to change without prior notice.

Standard calibers

Made to order calibers, group 3 
(increase in price and delivery 
time)

Caliber / Twist

.308 Winchester / 12”
6,5x47 Lapua / 8”

.222 Remington /10”

.223 Remington / 9”

.22-250 Remington / 14”

.243 Winchester / 10”
6,5x55 SE / 9”
.30-06 Springfield / 10”

Barrell Length 
(mm)
610
610

570
570
610
610
610
610

Total Length 
(mm)
1135
1135

1087
1087
1135
1135
1147
1147

Action length Short, Medium, Long
Weight 4.4 kg
Sights Without or open, Tikka-rail for scope
Trigger Single set, adjustable weight 800 - 1200 g
Magazine Detachable, 10 rounds (.222/.223 Rem: 11 rounds)
Stock Laminated, thumbhole, two UIT-rails



The Presence 15 is a tactical rifle 
based on an enhanced evolution 
of our patented Lynx CrossBolt 
straight pull system, which is 
known as one of the smoothest 
actions on the market.

Through relentless focus on per-
formance and quality, including
using selected barrels from ger-
man Lothar Walther, we achieve 
an accuracy of 1/2 MOA.

To facilitate suitability for var-
ious tactical scenarios, the rifle 
uses AR15 compatible parts and 
AICS compatible magazines. 
Surface coating options prevent-
ing visibility through thermal 
cameras are available.

Lynx Presence 15
tactical rifle



Technical Specifications
Availability of certain options and technical specifications may vary according to individual markets. 

Specifications are subject to change without prior notice.
Calibers 6,5 x 47 Lapua, .308 Winchester Subsonic, .308 Winchester

Description Material Finishing Dimensions Data
Rifle Straight pull

Receiver Milled CrNiMo Black nitrated

Handguard AR-15 compatible quad-rail hand-
guard

Alumin-
ium

Hard anodized + Ceracote II FDE-HIR 265 option

Barrel Selected barrels, documented 0.50 
MOA grouping

LW-19 
LW-50

Manganese Phosphate 406 - 570 mm .308-12” 4 Lands
.308-9”
6,5 x 47L - 8” 6 Lands

Pistol Grip AR-15 compatible Polymer TAN or Black

Locking piece Milled T-type CrNiMo Black nitrated

Chassis Milled 7075 ALU Hard anodized + Ceracote II FDE-HIR 265 option

Magazine AICS-type Steel / Alu Powder painted 10 Rounds

Overall length 936 - 1100 mm ,

Length with 
stock folded

686 - 850 mm

Weight 5.5 - 6.2 Kg

Trigger pull Adjustable 800 - 1200 g

Trigger posi-
tion

Adjustable 10 mm

Stock length Adjustable 275 - 330 mm Magpul PRS

Muzzle Thread M18 x 1 Brake & Quick release 
sound moderator

Safety Safe removal of unfired cartridges Three position safety



www.lynxrifles.fi
www.facebook.com/LynxRifles

Lynx Rifles are manufactured in Finland by:

Lynx Rifles Ltd. 
Ahteentie 1

35300 ORIVESI
Finland

Distributor / Dealer:


